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Bolin FHD Dual Output PTZ camera IP web interface
User Quick Notice Guide

This Quick Guide is for Bolin FHD Dual Output PTZ camera IP web interface use. Please read it carefully before you start using
your camera and follow the instruction to properly use the camera, or check it when you are having some trouble with IP video
streaming and IP control.

Please contact Bolin technical support team at www.bolintechnology.conif you have more questions or having trouble that is not
included in this guidance.

This paper is part of product user guide, please refer to our product user manual if you have questions regarding how to use the
camera. User manual can be downloaded at Bolin website.

Note:
% TheIP camera/encoder only supports Internet Explorer 11 browser, DOES NOT support other browsers.

9 1t will be required to download the Controls (VideoPlugin) for the first-time login, please click the download link
and follow the prompts to download and install it.

9 After the VideoPlugin has been installed, you may be prompted to update the VideoPlugin, please uninstall the
old version of Plugin before you download and install the new version of Plugin.

InthisUser Guide, illustration drawings and screen captures are t
applicable cameras have the same softwar e. Thi s User Guide can be also used for B

Login

The default static IP address of the camera is
192.168.0.13, and default subnet mask is

255.255.255. 0. Pl ease chang Login
address to be located within the same subnet as the
camera. User

The login procedure as following:

1 Open the Internet Explorer 11 browser, running

it as Administrator BOLIN Password
1 Enter the login page by typing: TECHNOLOGY —
http://192.168.0.13
1 By default, Username: admin, Password: admin R 2 22

Forget Password?

NOTE: If the camera IP address has been modified, the
login page URL should be http://x.x.x.x (X.X.X.X is the
correct IP address of the camera) Language

Hardware Decoding

The camera supports FHD resolution on both HDMI/SDI and IP interface, it may consume more hardware performance of the
PCl/laptop when using the IP interface.

Hardware decoding supports Adaptation, CPU, Intel and Nvidia mode.
1 Adaptation mode (default), a better strategy for decoding based on the PC/laptop hardware configuration will be
automatically selected by system.
1 CPU mode, using CPU to do decoding, it will consume a lot of CPU resources, only select it if there is no independent
graphics card or the graphics card is poor.
1 Intel mode, using the Intel graphics
card to do decoding, select this mode if
your PC/laptop graphics card is Intel.
1 Nvidia mode, using Nvidia graphics
card to do decoding, select this mode if
your PC/laptop graphics card is Nvidia. Vertical
NOTE: The Default is Adaptation mode, and the erlica ® Open O Close
decoding strategy is automatically selected by R i ___
the system, if is it not satisfied, please select the Broadcast Performance @ Minimum Delay © Equiibrium @ Best Fluency
actual graphics card to do decoding according to Hardware Decoding
your PC/laptop hardware configuration. Or select
the CPU mode if your PC/laptop without
independent graphics card.
For more stable usage, the PC/laptop that equipped Intel or Nvidia independent graphics card are recommended.

Storage Settings

Storage Setting

O Adaptation & CPU ® Intel ® Nvidia



http://www.bolintechnology.com/
http://192.168.0.13/
http://x.x.x.x/

IP Firmware Update
You have to add the camera I P interface URL to the | &uisk ytur owse
will be prompted that the firmware file cannot be opened.
1  Click Setting button of IE11 browser, access to Internet Option > Security page.
1  There has Trusted Sites option, click and add the URL to the list.
T Please dondt check vbaei AiReguioe Eetrtivps:) for all sites in
1  Go back to maintenance page and now you can start the firmware update.
NOTE: The firmware update including two steps:
1 The First step is to select the firmware file and upload it to the camera IP module, there will be a percentage progress bar
display to indicate the upload status on the page.
I The Second step is the firmware burning and updating, there is no progress bar prompt in this step, the burning and
updating process takes about 3 minutes. Af ter the update is successful, the pat
please click OK button to reboot the camera.
1T Please dondét power off or reboot the camera during the who
successful éo

System Settings

7 You can add and remove websites from this zone. All websites
/" inthis zone willuse the zone's security settings.

Firmware Update
Add this website to the zone

File C:\Users\Tobey'\Desktop\CAM-00-T Browse...
Websites:

hitp://192.168.0.15 Remove
http://192.168.1.158 Device Restart

Auto Restart

[CIRequire server verification (ttps:) fo all sies inthis zone
Manual Restart

Close

[JEnable Protected Mode (requires restarting Internet Explorer) Default Setting Message from webpage

Custom level... Default level

Reset all zones to default level

Reset All Upagrade is successful. Are you sure you want to restart the
device now?

aK Cancel Apply

Codec Setting

Video Compression supports H.264, H.265 and MJPG.

If video compression been selected MJPG mode, it will not support SD card recording and RTSP streaming features. For a better
experience, it is recommended to choose the H.264 or H.265 encoding.

Audio Settings

Audio Input

Audio Compression supports AAC, G.711a and G.711u.
Bit Rate supports 32K, 36K, 96K and 128K Audio Input
Sampling Rate supports 32K, 44.1K and 48K

If audio compression been changed, you have to close the IE 11 browser and re-login,
otherwise, there will have noise of the audio output. Audio Compression

Audio Input Type

Bit Rate(bps)

Sampling Rate(sps)

Input Volume




IP Video Format Main Stream

IP video resolution and SDI/HDMI video resolution are bounded to PAL/NTSC format.

e.g. if SDI/HDMI video is set to 1080p60 resolution, then IP video can only be selected Stream Type
under the PAL format resolution, such as 1080p60, 1080p30, 720p60 and 720p30, etc.

At this moment, the IP video cannot be selected 1080p50, 1080p25 and 720p50, etc. Video Compression
NOTE: According to the SDI/HDMI video resolution that has been set to, the IP ;

resolution will only have available resolution displayed for you to select. Resolution

BP Frame

Video Stream Connection

For RTSP:

Connection String: rtsp://<IP address>:<RTSP port>/PSIA/Streaming/channels/0 <0 / 1>
By default, IP address is 192.168.0.13, RTSP port is 554

Channels/0 indicates the main stream, channels/1 indicates the sub stream

To receive RTSP for main stream: rtsp://192.168.0.13:554/PSIA/Streaming/channels/0
To receive RTSP for sub stream: rtsp://192.168.0.13:554/PSIA/Streaming/channels/1

NOTE: *Do not include brackets < > in connection URL strings

For Multicast

Connection String: udp://@<multicast IP address>:<multicast port>

Multicast IP address and port can be configured on camera IP web interface>Network>Multicast page

For example, if set multicast IP address to 224.5.6.7, set multicast port to 9000

To receive multicast stream: udp://@224.5.6.7:9000

Note: *Do not include brackets < > in connection URL strings

User can configure multicast IP address and port for Main stream, Second stream and Third stream separately.

For RTMP
This camera supports RTMP protocol, can push RTMP streaming to others video streaming platform, e.g. YouTube etc.
Connection String: RTMP stream URL/key

NOTE: User needs to login to the YouTube platform, get the RTMP stream URL and key, and then configure it to the RTMP
setting page of the camerab6s | P web interface.
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Network Connection

Before accessing a network camera (also known as IP Camera or IPC) from a PC, yolcoeeect the
network camera to the PC directly with a network cable or via a switch or router.

Network Cable

i ]

IP Camera

Computer

Use a Shielded Twisted Pair (STP) cable to connect the network interfaces of the network camera and the PC.

Network Cable Network Cable

i

IP Camera Switch or Router

Computer

Use Shielded Twisted Pair (STP) cables to contie network interfaces of the camera and the switch or router.

Login Preparation

After you have completed the installation in accordance with the quick guide, connect the camera to lpmaver to

it. After the camera iBoaed, you can access the camera from a PCtal&ng Internet Explorer or a Video
Management System (VMS).

The fdlowing usesinternet Explorer 1dn a Microsoft Window4.0 operating system as an example.

Check before login

The camera ipowered on and connected to the network switch

The camerads | P address is | ocated within the sa
ThePC isconnected to the network switch

The PCbs | P address is | ocated within the same s
The PC is installed with Internet Explorkt

Use default video format setting or set the camera video format to 1080P30 or 1080P25 using RS485 keyboc
(Refer to camera setting menu).



Logging in to the Web Interface

The default static IP address of the camera is 192.168.0.13, and the default subnet mask is 255.255.255.0

The followingusesinternet Exploreas an example to describe thgin procedure.
1. Browse to the login page by entering correct IP addeegshttp://192.168.0.13 of your camera in thinternet
Exploreraddress bar.
2. Entertheusernamendpasswordandthenclick

Login. Thedefaultusernamedmin and password Login
admin e

3. If this is your firsttiming login in to the cameraveb
interface you have to download and install the
Control plugin, ¢ | i @lidk Hére To Download BOLIN h
Control | ink to start the

4. Follow system prompts aridstall thefiVideoPlugin Remember Fassword
win324.1.0.10512. You need to close your browser Forget Password?
and reopen it agaito complete the installation.

5. Click Allow to enable the plugin when you-tegin Language

after i n\ddedPludinein32-4.1m0& 0552

1 The default password ised for your first login. To ensure account security, please change the password after
your first login. You are recommended to set a strong password (no less thainaighters).

VideoPluginversion may different in different camera version.

If you login with Remember Password selected, you do not need to enter the password each time when you logil
to ensure security, you are not advised to select Remember Password.

= =4

NOTE: Forgot Password?

1 A message wilbop up which s
reads:i Pl ease cont gl lpue  [ocwe oo eaume Lo .. v oL gl
manufacturer for

You can download the IPCSearch

tool from the

www.bolintechnology.com Forgotpitsword x
1 Unzip the file and @nfigure your 1P Addvess: 192,160,013

laptop in the same subnet as T

camerd ,gun the PCSearch tool =

and you will get the camera

connedbn with your IPCSearch

tool, click this cameraar (not to

tick off the sele@n box)in the list,

and then click Forgot Password selet A1 Dekte | Reffesh | _Upgrade n Batch Forgot passr (Cick the devie ine)
button whichis in thebottomright

corner,a keynumbemwill display in the popup window

Please copyhis keynumberand sendt to us, yu cancontactus at: support@bolintechnology.com

A BOLIN Technology Suppdgamwill provide a temporary passwottat is only valid for 24 hoursvhich can
be used tdog in to the camerdo create a neypasswordPlease use the temporary password within 24 hours,
you will have to repeat the above pese to get a new temporary password if it gets expired.

NOTE: Please DO NOT power off the camerail usethe temporary passwoifdr login to change the password,
otherwise, the temporary password provided based on the Key nwifities invalid.

= =

IP Search Tool:
1 Running the IP Finder Tool on your laptop/pc, it will automatically get the list of all camerédsciizdin the
same network.
1 You can get the MAC address, IP address, Camera name, Camera model, Serial nuoflibe etemeras.
91 IP Finder Dol will help you to get the IP address when yangetthe camerdP.


http://192.168.0.13/
http://www.bolintechnology.com/
mailto:support@bolintechnology.com

Introduction to the Web Interface

Live View

e [ e
SD530SHD-B-RSN2P1
BHEE B -
; (<[]0 - B
Settings 2 - e uuu m m

Basic Setup - (R [pe—— |

Zoom Speed [— |
Camera o

Focus Speed e e [
Audio
PTZ Setting
Network
System
Local

Operation

SD Card Status: Connection Connections:

After login to the welinterface, you will locate at Live View paghere ardghree functionamodules, as followings:

1. MenuBar
1 Used to navigate between Live View, Fast Sett@mera, Audio, Network, System, Loc@lperation, as
well as Log Out
2. Live View Panel
1 Used toselectthe wayhowthe live stream is viewed
1 Used to switclbetweerMain, Sub and '8 Streamas well as access / playback recorded files
1 Contains Record, Captur@peaker, Mic, Enlarge, Shrink and Full Screen buttons
1 Contains Preset CMELamera Menu setting interface, whegional featuresan be configured
3. Camera Control Panel
1 Usedfor home position
91 Used for camera PTZ control, presets setting and recall
1 Used to create Patrol, ScannipwerOn Action etc

Live View
This setting page i® havethe camera live previevplayback the recordeddeofiles, also suppogquick access
recording, screenshot, full screetc

Main Stream: Live View
The main video stream, viewed by default
on the live view panethe main stream

parameters can be configured on
Camera>Codec page
Sub Stream
The sub video stream, you can click Sub
Stream button to switch to watch the sub
video stream on live view panel, the strea
parameters can lm®nfigured on

>
S S e
The 3%video stream, you can click®3Stream button to switch to watcH 8tream on live view panel, th& 3tream
parameters also can be configured on Camera>Codec page.

Thequick accessuttors on the lowr left corner of théive view panefrom 1 to7 is RecordVideo Capture (take a
screenshot), Speaker, MEnlarge, ShrinkFull Screen

Record: supporsinsertMicro SD cardo the camerao do record and save video in the SD gard
Capture: to take a screenshot of the camera video image

8



Speaker. to turn on / off thgreviewaudioon live view panel

Mic: to enabledisable théMic which builtin the camera

Enlarge: to enlarge theamera preview image

Click the Enlarge button, the butteolor will turnyellow, then you can click the preview image to zoom in, it supports
for zoomingin by 3 times

Shrink: to shrink thecamera preview image

After the preview image has been zoonretly 3 times, you can click the Shrink button to stamning out. The

function will available when fis button been clicked artdrn toyellow color, it suppogfor zooming ouby 3 times;

Full Screen to getfull screenview of thecamera image

Home Position:
9 The first position where the camera via# in after _
initializing(rebooting)
1 Once presets have been set up, one of the presets can be select
the Home Positionusually take preset 1 as the Home Position) = Zoom
Pan / Tilt REE J -

 Use the arrow button twontrolthe camera.

I Pan/Tilt: pan and tilt, speed can be set from 1 to 8 by drag the m m

Pan/Tilt Speed setting bar _
1 Zoom: mom in and zoom owuzoom speed can be set from 1 to 8 b AL ey By
drag the Zoom Speed setting bar Zoom Speed  — f—

1 Focus:supports Auto and Manual mode, focuseqp can be set from .
1 to 8 by drag the Focus Speed setting bar Focus Speed  —f ——

3D (3D Positioning)
It provides a capability to aim and zoom in to a target quickly instead of moving the image to the target position by
clicking the arrows separately. Use your cursorgjt@ee up any target you want the camera to aim to, release the cursor,
the camera PTZ image will be automatically moved and zoomed in to the target. The zooming level is up to the size of
the square you make to the target.
The direction of drawing the sgte for the target determines zooming in or zooming out from the original position.
9 Click and hold the mouse/cursor, draw a square from up to low towards krigtdraorner release the curse, is
going to enlarge/zoom in on the target.
9 Click and holdthe mouse/cursor, draw ausge from low to up towards tdpft corner, release the curse, is
going b shrink/zoom out on the target.

PTZ Setting

This menu contains the section where the Auto Scanning, Preset, Patrol, Scanning, Power On ActiaanGraise
configured.

Auto Scanning: PTZ Setting

Cameramage (pangan be set to move horizontally from left to right or from :

right to left continuously. Auto Scanning

Moving speed can be programmegeed level from-8 adjustable.

Preset:

Presets are predetermined positions that the useecalithe camera to recall PTZ Setting

quickly, supports 255 presets at maximum.

To add a new preset: EZD

1. Select Presetin the PTZ Setting bar —Empty-- v

2. Click Create button, it will extend preset number and nahe

3. Select gpresenumber and createmesetname, or just by defautame
preset 1

4. Click Enter and the preset will be saved Number

The talte will populate with all of the created presets, you s@lect a preset and [k
click Go To button, camera will recall this preset position quickly.

Any preset can be deleted by select the preset and clicking the Delete button.



Patrol:

A Patrol is a series of presets, recalled in a given order. This causesih@ ¢o PTZ Setting
iterate through the series, moving to each preset in the selected order, exgatert

8 patrols at maximum.

To create a new patrol:

1. Select Patrol in the PTZ Setting bar

2. Click Create button, it will extend patrol number and néieid.

3. Select anumber and create a name, or just by default name patrol 1
4. Then click Start button

Scanning: p—p
Left limit and right limit can be programmed, then camera image (pan) can be s eHng
move horizontally from left limit to right limit or from right limit to lefimit

continuousy.

Moving speed can be programmed, speed level fr@adjustable.

Power On Action: PTZ Setting
To set actions that the camera will take after the camera is powered on.

You can select the action as preset, patrol, scanningraise.
Power Action

Name

Cruise:
To record a series of camera movements thghated by an operator, this series O F&TnOY
movements is called Cruise. You can recall the cruise that has been made, the
will re-act all the movements within the cruise.

Cruise

Cruise2

Basic Setup
Basic setugpage can quickly navigate to Device, Network,
Video, Codec and User pages, to set corresponding paramet

Basic Setup

Network Codec

Device The basigroductinformation of the camera, you can

get the model number, serial number as well as the IP firenwa

versioninformation. The IP firmware version may be required R FED F1Z Canera

whenyou submita camera issue.

Maodel Number SD5305HD-B-R3N2PL

Network: The network tab is where the user is abledofigure

thecamera IP network settinpHCP or static IP, including IP
address, mask, gateway and DNSBver.

Product Serial Number 000000060006

IP Encoder Version 4.03 Build20201021B

Codec This interface allows user to configure the Main, Sub, PR,
Third video stream parameters, such as the resolution, bitrat

and video CompreSSion' Web Plugins Version 4.1.0. 10530

User. This page allows thadministrator to createanage user
accounts and passwords

10



Configuring the camera from the Menu Bar

Camera Settingagecan be accessed by clicking thiamera listed in the Meriiar BOLIiN

TECHNOLOGY

MenuBaris divided into tabs. Under each tab is a collection of settings and parameters tha [y
user can configure. Please refi@the list of tabs below

Settings
Basic Setup
Camera
Audio
Network

System

Local

Operation
Camera-Camera Setting-Video
This setting page i® watch the camera live viesnage Pan/Tilt control the camera

Camera Settings

Codec | SnapShot 0sD Privacy Mask |Preset CMD

Pan/Tilt Control

EIEIED
PAIR
ann

Pan/Tilt Control : Use the arrow buttons to move the camera image position

Camera-Camera Setting-Codec
This setting page i® configure the Main, Sub, Thirddeostreamparameters.

 Main Streami The main stream, Camera Settings
viewed by default on the Live screen Snansiel
0 Video Compression
A H . 264 Main Stream Sub Stream ¥ Enable
A H . 265 Stream Type Normal v Stream Type
A MJIPEG
. Video Compression _}:‘254 v Video Compression _}:‘254 v
0 Resolution
A 1080m0 Resolution Resolution
A 1080p50 BP Frame Simple P Fram BP Frame
A 1080@0 Fi Rate(fps) F Rate(fps)
e rame Rate(1ps, ( rame Rate(ips,
A 1080p25
A 1080F24 Bitrate Type CBR Bitrate Type
A 720[:60 Bit Rate(Kbps) EEN 26 16384kbis  Bit Rate(Kbps) 2048 128-16384kb/s
A 720p50 | Frame Interval 5-250 | Frame Interval . 5-250

0 BP Frame Simple P frame
o Frame Rate(fpsy Rate at
which image frames are

Smoothing Smoothing

11



captured
A 1-60fpsadjustable
0 Bit Rate: The amount of data transmitted per second. Measured in Kilobits Per Second (Kbps). 1000
kbps = 1Mbps
A 128~16384kb/sdjustable
0 Bitrate Type:
A CBRi Constant Bit Rate
A VBRI Variable Bit Rate
0 | Frame Interval:
A 5~250 adjustable
0 Smoothing:
A 1~9 lever selectable
1 SubStream’i The subvideo stream produced by tbamerathis can be disabled by unchecking the hext to
the title.
0 Video Compression:
A H.264
A H.265
A MJIPEG
0 Resolution
A D1
A CIF
o0 BP Frame: Simple P frame
o Frame Rate:Rate at which image frames are captured
A 1~60fps adjustable
o0 Bit Rate: The amount of dateansmitted per second. Measured in Kilobits Per Second (Kbps). 1000
kbps = 1Mbps
A 128~16384kb/s adjustable
o Bitrate Type:
A CBRi Constant Bit Rate
A VBRI Variable Bit Rate
0 | Frame Interval:
A 5~250 adjustable

0 Smopthing:
A 1~9 lever selectable

True Dual Output video format setting
This camera supports Bolin True Dual Output functionality, means that you can have relevant IP streaming when
SDI/HDMI video is set to any format you want to set to. It takes SDI/HDMI video format setting as priority.

The following table chart shows the relationship between SDI/HDMI video format and IP video format.

NOTE: ) True Dual Output Video Format
After you have set up the SDI video format to the camer

; X : SDI IP Resolution/Frame Rate
the IP format will be determined accordingly.
Within the Video Codec Resolution selection drop down |1080p60 1080p60 [1080p30 |720p60 |720p30
menu, it will only have relevant IP video formats 1080p59.94 |1080p60 |1080p30 |720p60 |720p30

displayed for you to select from. 1080p50 1080p50 |1080p25 |720p50 |720p25
1080p30 1080p60 |1080p30 |720p60 |720p30
1080p29.97 |1080p60 [1080p30 |720p60 |720p30
1080p25 1080p50 |1080p25 |720p50 |720p25
720p60 1080p60 |1080p30 |720p60 |720p30
720p59.94 |1080p60 |1080p30 |720p60 |720p30

720p50 1080p50 |1080p25 |720p50 |720p25
108060 1080p60 [1080p30 |720p60 |720p30
1080i59.94 |1080p60 [1080p30 |720p60 |720p30
1080i50 1080p50 |[1080p25 |720p50 |720p25
720p30 1080p60 [1080p30 |720p60 |720p30

720p25 1080p50 |1080p25 |720p50 |720p25
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Camera-Camera Setting-Snapshoot

Camera Settings

This setting pages usedto set the camera to
capturethesnapshot of théve view, andthe
snapshotan beuploaded to FTP server, this

setting is work with FTP upload function togeth e B Enable

Channel 1: Main stream Intervalt ms

Interval: snapshot frequency, 1000ms by default

Channel2 B Enable

Channel 2: Subtream Interval2 ms
Interval: snapshot frequency, 1000ms by default m

Camera-Camera Setting-OSD

This setting page hdake camera live preview, set up tidladtime displayoverlaywith the video streamas well ag.ogo
upload function.

Camera Settings

SnapShot

Pan/Tilt Control

e ladala
PIEE
a0

W3-Date W4-Title
lT-Logo_ TransparenCy m———— |

Title can beconfigured on Main, Sub and®®tream at the same time, here take #iéle settingfor example:
1 Check the 1Title optionchechkoox,
91 Input the content that you want to be displhas a Title on the video stream
9 It can support 32 characters at maximsoth aCamera 1
1 You can click Adjust button and drag the title conternrettncatethe display positiownf the Title.

13



9 Click Apply button tocomplete the OSD setting, the Title will be applied.

Camwera |

(Camera |

A logo file can be uploaded amerlay onto the IP

videa

1. logo file must be immpformat

2. logo file bit depth must be 24

3. logo file with dimension180x48Q

4. User can adjughe logo display position by click
the Aadjusto button ;w

5. User can adjughe transparency of tHego
display, support 1~100 adjustable percentage

NOTE: 1 means fully transparent, 100 means

completely opaque.

m3.Date
5 Title _
o . TR =) €73 [

Camera-Camera Setting- Privacy Mask

The Privacy Mask setting is for addiaglask ofthe imagepixelsthatyou want to be covered, théme imageportion
that has been covered by a magk not beseen by the viewer.

Only one mask can be added at a time, a total of 24GEUEEEEIES
convexquadrilateral regions are supported
NOTE: This featureonly workswith IP stream, will
not affect the SDI, HDMI or other outputs.

You can set up privacy mask by performing the

followings

1. Click StartDraw buttorwhich under the image
window

2. Move your mouse to the camera image window
select a point and left click mouse to start

3. Thenmove toanext point and left click mouse,
doin-this waymultiple times until you cadraw
an areathat you desire to have.

4. After finish the aredrawing click Add Mask button, it will be done.

PVMKBlock PVMKBackground
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This.area will be covered in black color by default on Fra—
the video, you can change the color by click ;
PVMKBackground, there have 7 colarslectable. -

Any Privacy Mask can be deleted by clicking the Del
button or Clear All button.

Camera-Camera Setting- Preset CMD

The presets that shown on this page are th@mgrammed commands can be used directly by recalling the relevant
preset numbers.

For example: When you want to turn oe ttamera Night Mode, justcdl Preset No.64, if you want to turn on the

camera daMode, justsetPreset No.64As create a preset. (select number 64 and press PRESET button for 3 seconds)

Camera Settings

SnapShot Privacy Mask

Preset No Set/iCall Preset
Night Mode
Day Mode
Auto Day/Night Mode
Disable Image Rotation
Enable Image Rotation
Disable Image Freeze
Enable Image Freeze
Disable Backlight Compensation
Enable Backlight Compensation
Manual White Balance
Auto White Balance
Return to Home
Auto Iris
Manual Iris
Menu
Disable WDR
Enable WDR
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Audio-Audio Settings

This setting page i® select the audio compressigarameters for the Audio input (microphone)

1 Audio Compression Options:
0 G.711A7 Pulse Code Modulation (PCM),

Audio Settings

often used to decode voice frequencies
with regard to Telephony
o G.711Ui7 Standard for speech
compression and decompression within
digital transmission systems
0 AAC i Advanced Audio Coding
I Bit Rate
0 Bit ratesupports 32K, 48K, 96K and
128K
1 Sampling Rate
0 Sampling rate suppor82K, 44.1K and
48K
1 Input Volume
0 0to 100 adjustablby drag the input
volume bar

Network-Network Setting-Network

Thenetworktab is where the user is able to configure the

following:
9 DHCP options
o DHCPi An IP address will be

Audio Input

Audio Input Type

Audio Compression

Bit Rate(bps)

Sampling Rate(sps)

Input Volume

Network Setting

GB28181

Multicast

dynamically assigned to the camera fro Pattern
the .gateyvay (rOUter) . ) IP Protocol Version
o Static IPi The user will enter / define the
IP address
1 IP Address Subnet Mask 255. 255, 255. 0

o Default IP address is 192.168.0.13
I Subnet Mask
o0 Default mask is 255.255.255.0
1 Default Gateway
0 Default gateway is 192.168.0.1
Preferred DNS
Alternate DNS
MAC Address
o Fixed,

= =4 =

canot be

Network-Network Setting-Port
This setting page i® specify which ports the camera will
use to communicat®ith the following protocols:

modi f i

Default Gateway
Preferred DNS
Alternate DNS

MAC Address

ed.

Network Setting

GB28181

192.168.2. 1
192.168.2. 1
192.168.2.1

44:03:77:e0:03:04

Multicast

o TCP Port:
0 1 to 65535 adjustable TCP Port 1-65535
o UDP Port:

0 1to 65535 adjustable
0 RTSP: Default 554
0 RTSP is the protocol used to préiat
time video over the network (using.C
Player or other network videmsompatible
software)
0 Changing this port number will change

UDP Port

RTSP Port

VISCA Port

HTTP Port

theway the RTSP video can be viewddost RTSP streaming software uses port 554 by default,
therefore it is not recommendi¢hat this port number be changed.
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0 URL for receive RTSP streaming issp://IP address554/PSIA/Streaming/channels/O
0 VISCA Port(Visca over IP)
0 Defaultis 52381it is match with Bolin Keyboard Controller
0 User can change the port numbeotioers to match witthird part keyboard controller
0 HTTP: Default 80
0 HTTP is the protocol used to access the web interface.
0 Changing this port number will require the user to specify the port number when enteringdideei
to the web browser.
o For example, if it is changed to 85, the IP address will need to be entered as follows in order to access
the web interfacehttp://192.168.0.13:85

IP Camera Information

NOTE Device Type:  ONVIF w

VMS Connection Hostname/IP Address: |192.1sa.0‘13:2000| |
If you use VMS (such as exacqVision) to connect the
camera via ONVIF protocol, yamustto include the port
2000 for VMS connectian Username: admin |
Forexamplelf the camera IP address is 192.1683
you need to enter 192.168.0.13:2@00VMS

Port: Protocol:

Password: | seeee |

configuration menu Password Confirm: | eesee |
Status: Mot connected. Show Details
Apply Cancel
Network-Network Setting-RTMP
This camera supports RTMP protocaol, it can push streaming to other CDN or cloud platform.
0 Check the RTMP ” . Welcome back, BOLIN
Enablecheckbox e

o Copy and paste the
stream URL from the

!

&3

online platform

Copy and paste the
Stream Key (Also
known as the Stream
ID) from the online

Router

You

Broadcast Yourself

platform. e_0 o_0
saec _osla
;- S50q M
Example below shows where t = == -
copy the information from YouTube
URL+ Key is not meaning we have to
pUt the plUS Sia n+o, ] us t pu t Pubiish To Servert Enable

i/ 0 andthe Keyafter theuURL
RIMP Sieamyoet

o0 Click Apply on camera RTMP page RTMP URL1
0 Allow a few minutes for the stream to connect. The status on you

streaming platform (Such as YouTube) will change to Live. When this happens, the camera is streaming video
Live to

NOTE: Similar steps can be followed to stream to any platform that $8gpdMP, such as YouTube, Facebook,
Twitter, Twitch, etc.)
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http://192.168.0.13:85/

Network-Network Setting-FTP

1. Check the Enable option

2. Input the FTI? server IP address into th Network Setting
Server IP option bar

3. Input the FTP port number into the GB28181 Multicast
Server Port option bar, the port must be|
same as configurezh FTP serveiit
should be port 2lisually. FTP

4. Input FTP server name and password Server IP 192. 168. 1. 1
into the Serveusename and Server
password option bar, it must be same a
Configured orthe FTP server Server username

5. Select the Path Type aRath that you
want the snapshot be saved on FTP
server Path Type Default root

Enable

Server Port

Server password

NOTE: FTP function is work with snapshot Path e
function together, please make saheady
enablel snapshot and configured the proper
interval of uploaded time.

Network-Network Setting-Multicast

This setting page is used to configure multicast for Main, Second and Third diveaave bandwidth purpose in live
streaming applicatiorHeretakes Main Stream for example:

o Following the Multicast _address Network Setting
rang to configure a multicast IP
address foMain Stream; GB28181

o0 Following the Multicast Port rang to
configure a multicast port for Main

Stream;
o Click the Apply buttonandrestart MultiCast Address R

camera oncéo makethe settings MultiCast Port EEEEEE 065535)
take effect;

o0 After camera power cycle, click cop
button to copy the multicast URL
address

Main Stream

Access address udp: //08234. 5. 6. 7:9500

Second Stream

MultiCast Address (224.0.0.1 - 239.255.255.254)
User can use VLC Media Player to receive MultiCast Port D 0 55535)

the camera multicast stream, operation as
below:

0 Running VLC Media Player

o Click Media menu which on the

Access address udp: //8224. 0. 0. 3:0

Third Stream

upper left cornerand select Open MulliCast Address P U = SRR
Net wor k Streamé MultiCast Port

0 Input the copied multicast URL
address into the Network URL bar Access address

0 Click Play button and now you can
get the multicast of Main Stream
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System-System Setting- Device
This setting page i® get the basiproduct
information of the camera.
f Device Name Maintenance
0 You can set a name tiois camera
1 Model Number
0 The specific model of this camera Trenftm Ve
9 Product Serial Number
0 The serial number of this camera, Maodel Number SD530SHD-B-RSN2P1
eachserial number is unigue and
fixed, candt be
1 Encoder Version
o0 The current encoder version running
on this camera
T MCU Version
0 The current MCU version running on

System Settings

Product Serial Number 000000060006

IP Encoder Version 4.03 Build20201021B

Mcu Version

this camera
i Web p|ugins Version Web Plugins Version 4,1.0. 10530
0 The currentvebinterfaceplugin
version running on thisamera 4pply

You may be asked to provide above information by
Bolin technical team for any possible technical support cases.

System-System Setting-Time

This interface allowsiser to configure the date / time settings of the camera

f System Time _ System Settings
0 You can check the Sync with

Computer Time option and Device Maintenance Online User
synchronizeghe cameraperation
time with your PC timesystem.
1 Date Format
0 Two formats selectable
0 Y-M-D or D/IM/IY
1 Time Format
0 Two formats selectable

System Time M Sync with Computer Time

Date Format [-M-D

Time Format

0 24H or 12H standard Time Zone i
1 Time Zone
0o WEST 12 to EAST 12 selable Network Time Sync M Enable
0 Please select the correct time zone
for your location Time Sync Server https://tf. nist. gov/tf-cgi/se
1 Network Time Sync
0 Check the Enable option Port
0 Input the time sync server address
port number Refresh

0 Select refresh time option, it has 10

Min, 30Min, 1 Hour, 1 Day

selectable.

After done the configuration, please remember to click Apply button to make the settired Y ou alsocan click
Default Settingo restore settings to default if you want to.
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System-System Settings-Maintenance
The Maintenance tab under tB8gstem Settingectioncan be used to perform the following functions:
1 Firmware Update

NOTE:

You can upgrade |P Encoder software ajSIestaagsstnes
FPGA software viatltis Frmware Update
feature.

e Two types of firmware can be

0o

Device

Firmware Update

upgraded from tlsi section:

A Firmware for IP encoder. [
The name of the file

s h o wnCAM-80- i

Device Restart

IPHD-xxx.dab Auto Restart
A firmware file can be obtained Manual Restart
from BOLIN Technology
WebSite: Default Setting
www.bolintechnology.com Reset Al

Click theBrowsebutton, and
navigate tothefile x € ). dat

Click Remote Update and allow the camera to load the new firmware

It takes a few minutes for the camerditdsh the upgrade

A When upgrading IP Encoder F\iYtakes about 3 minutes to finish the upgrade ggscprompt
shown to confirm the reboot, it takes about2 Minutes to complete the reboot. refresh the IE

browser.

A When upgrading FPGA FVit takes about 3 minutes to finish the upgrade process,ithar
prompt shown to confirm the system restafter confirm the system restamustdo power

cycleto the camer&o complete the FPGA fw upgrade.

For MCU version upgrade, pl e
Firmwaredo in User Manual Par

NOTE: You need to add the camera IP interface URIh¢éolE browsed s T r u
sites beforeo startupgrade, otherwisgou will be prompted that the file cannot b

opened.

i Device

0o

Click Setting button of IE browser, access to Internet Option
Security page;

There has Trusted sites option, click and add the URhetdigt;

Pl eas ehecktomd tiRequire server
sites in this zoned option b
Go back to maintenance page and now you can start the upgrg

7 You can add and remove websites from this zone. All websites

¢/ inthis zone will use the zone's security settings.
Add this website to the zone:
[ Add
Websites:
http://192.168.0.15 Remove
http://192.168.1.158
[TIkequire server veriication (nttps:) for al sites in this zone
Close
[JEnable Protectad Mode (requires restarting Internet Explorer)

Custom level... Default level

Reset all zones to default level

ok Cancel Apply

Upgr

1ttp

Restart

Soft rebootonly restart théP
encoding board. When there is
problem with the IP interface or
the IP output, you can try to
restart the encoding board;
Supports auto restaand

manual restantnode;

Device Restart

Auto Restart Never

20

Per day
Per weak

Auto Restart can be configured as Never, Per day, Per week, Per month, what you have to do is just
select an optionral click Enter button to make it available.
Manual Restart is juso click the Manual Restart Devidmitton andthe camerancoding boaravill
going torestart immediately




System-System Setting-User
This setting page is to allow administrato
to create / manage user aoaots and
passwords Device Maintenance

System Settings

User Management

To add a new user:

1. Click theAdd Userbutton - h
2. Enter the username pamnstator |
3. Enter the new password in the operatr |
Passwordfield operator |
4. Reenter the password in the operator |
RepeatPasswordfield operator |
5. Assign role to this account, it can b operator |
Administrator, or Operator Operator
6. Authorize to this account, you can Operator
check the User Right optido Operator
allow this account to do this
operation.

Account modification:
After created the user account, you also ca User Right:
modify the account details later

HSoftware Upgrade
EPTZ Control

1. Select one account, it will extend MAllow Multiple Login
the User Rights setting on the right
side, you can modify

2. You also can select one account,

. UserName User Rights
then click Change Password buttonsm paminstator | |m
to change the password, or click paminstato B
. = PTZ Conirol
Delete User button to delete this e —
account. [ oo |

i lepeat New
’m

System-System Setting-Online User
This setting page is to allow administratormonitor all the user accowthatareonline

System Settings

Device Time Maintenance User

Remote User Log

Number UserName Clientlp LoginTime

admin 192.168.2.122 2020-11-18 14:58:35
admin 192.168.2.57 2020-11-18 14:36:19
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Local-Storage Setting-Play Setting

This setting page is to allow administrator to set the Storage Settings
performance of camera live view
Storage Setting

Vertical: Vertical sync, it is used to solve the image

splitting/crackingissue that caused by the fast change of t|kiss e - E
video image whehaving massive movement ihfe PTZ Broadcast Performance @ Minimum Delay © Equilibrium  ® Best Fluency
image It is enabled by default. Hardware Decoding O Adaptaion ~ ®CPU ® INTERNET ® NVIDIA

Broadcast Performance:Supports Minimum Delaygquilibrium and Best Fluency mode.
1 Minimum Delay mode, to ensure the redéiime of the live view, less buffering of webpage playback, but in the
case ohaving arunstablenetwak, it may cause imagedzenor frame droppingssue
1 Best Fluency modevideo streaming fluency priority mod¥ou can use this modehen the network is not good
enough so thahe video image can lsnoother but the latencyf the imagewill beincreasd.

1 Equilibrium mode, in this settingheresult of the image latency and fluerisyn between Minimum Blay mode
and Best Fluency mode.

Hardware Decoding: Supports Adaptation, CPU, Intel and Nvidia mode.

1 Adaptation mode (Default), a betteistrategy for decoding based on the computer hardware configuration will be
automatically selectelly system,

1 CPU mode using CPU to do decoding, it will consume a lot of CPU resources, only select it if there is no
independent graphics card or the grapluard is poor;
1 Intel mode, using Intel graphicsardto do decoding, select this mode if y&RE€ graphicscardis Intel,
1 Nvidia mode, using Nvidia graphiceardto do decodingselect this mode if your PC graphics card is Nvidia;
NOTE: The default imdaptation mode, and the decoding strategy is automatically selected by the program. If it is not
satisfied, select the actual graphics card to do decoding according to your PC hardware configuration.

Local-Storage Setting-Storage Setting

This settingpage is to allow administrator set record
storage path and snap storage path.

Default path iD:\RecordVideosfor record, and
D:\Capturelmagesfor snap.

You can click Browse button to change the path for both
record and snap storage.

Operation log

Thelog is where the camera stores all actions that are performed by the camera.
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